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tribal agency. A vapor balance system 
is a piping and collection system de-
signed to collect gasoline vapors dis-
placed from a storage vessel, barge, or 
other container being loaded, and 
routes the displaced gasoline vapors 
into the railcar gasoline cargo tank 
from which liquid gasoline is being un-
loaded. 

[59 FR 64318, Dec. 14, 1994; 60 FR 7627, Feb. 8, 
1995; 60 FR 32913, June 26, 1995; 68 FR 70965, 
Dec. 19, 2003] 

§ 63.426 Alternative means of emission 
limitation. 

For determining the acceptability of 
alternative means of emission limita-
tion for storage vessels under § 63.423, 
the provisions of § 60.114b of this chap-
ter apply. 

§ 63.427 Continuous monitoring. 
(a) Each owner or operator of a bulk 

gasoline terminal subject to the provi-
sions of this subpart shall install, cali-
brate, certify, operate, and maintain, 
according to the manufacturer’s speci-
fications, a continuous monitoring sys-
tem (CMS) as specified in paragraph 
(a)(1), (a)(2), (a)(3), or (a)(4) of this sec-
tion, except as allowed in paragraph 
(a)(5) of this section. 

(1) Where a carbon adsorption system 
is used, a continuous emission moni-
toring system (CEMS) capable of meas-
uring organic compound concentration 
shall be installed in the exhaust air 
stream. 

(2) Where a refrigeration condenser 
system is used, a continuous parameter 
monitoring system (CPMS) capable of 
measuring temperature shall be in-
stalled immediately downstream from 
the outlet to the condenser section. Al-
ternatively, a CEMS capable of meas-
uring organic compound concentration 
may be installed in the exhaust air 
stream. 

(3) Where a thermal oxidation system 
other than a flare is used, a CPMS ca-
pable of measuring temperature must 
be installed in the firebox or in the 
ductwork immediately downstream 
from the firebox in a position before 
any substantial heat exchange occurs. 

(4) Where a flare meeting the require-
ments in § 63.11(b) is used, a heat-sens-
ing device, such as an ultraviolet beam 
sensor or a thermocouple, must be in-

stalled in proximity to the pilot light 
to indicate the presence of a flame. 

(5) Monitoring an alternative oper-
ating parameter or a parameter of a 
vapor processing system other than 
those listed in this paragraph will be 
allowed upon demonstrating to the Ad-
ministrator’s satisfaction that the al-
ternative parameter demonstrates con-
tinuous compliance with the emission 
standard in § 63.422(b) or 
§ 60.112b(a)(3)(ii) of this chapter. 

(b) Each owner or operator of a bulk 
gasoline terminal subject to the provi-
sions of this subpart shall operate the 
vapor processing system in a manner 
not to exceed the operating parameter 
value for the parameter described in 
paragraphs (a)(1) and (a)(2) of this sec-
tion, or to go below the operating pa-
rameter value for the parameter de-
scribed in paragraph (a)(3) of this sec-
tion, and established using the proce-
dures in § 63.425(b). In cases where an 
alternative parameter pursuant to 
paragraph (a)(5) of this section is ap-
proved, each owner or operator shall 
operate the vapor processing system in 
a manner not to exceed or not to go 
below, as appropriate, the alternative 
operating parameter value. Operation 
of the vapor processing system in a 
manner exceeding or going below the 
operating parameter value, as specified 
above, shall constitute a violation of 
the emission standard in § 63.422(b). 

(c) Each owner or operator of gaso-
line storage vessels subject to the pro-
visions of § 63.423 shall comply with the 
monitoring requirements in § 60.116b of 
this chapter, except records shall be 
kept for at least 5 years. If a closed 
vent system and control device are 
used, as specified in § 60.112b(a)(3) of 
this chapter, to comply with the re-
quirements in § 63.423, the owner or op-
erator shall also comply with the re-
quirements in paragraph (a) of this sec-
tion. 

[59 FR 46350, Sept. 8, 1994, as amended at 68 
FR 70966, Dec. 19, 2003] 

§ 63.428 Reporting and recordkeeping. 
(a) The initial notifications required 

for existing affected sources under 
§ 63.9(b)(2) shall be submitted by 1 year 
after an affected source becomes sub-
ject to the provisions of this subpart or 
by December 16, 1996, whichever is 
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later. Affected sources that are major 
sources on December 16, 1996 and plan 
to be area sources by December 15, 1997 
shall include in this notification a 
brief, non-binding description of and 
schedule for the action(s) that are 
planned to achieve area source status. 

(b) Each owner or operator of a bulk 
gasoline terminal subject to the provi-
sions of this subpart shall keep records 
of the test results for each gasoline 
cargo tank loading at the facility as 
follows: 

(1) Annual certification testing per-
formed under § 63.425(e) and railcar bub-
ble leak testing performed under 
§ 63.425(i); and 

(2) Continuous performance testing 
performed at any time at that facility 
under § 63.425 (f), (g), and (h). 

(3) The documentation file shall be 
kept up-to-date for each gasoline cargo 
tank loading at the facility. The docu-
mentation for each test shall include, 
as a minimum, the following informa-
tion: 

(i) Name of test: Annual Certification 
Test—Method 27 (§ 63.425(e)(1)); Annual 
Certification Test—Internal Vapor 
Valve (§ 63.425(e)(2)); Leak Detection 
Test (§ 63.425(f)); Nitrogen Pressure 
Decay Field Test (§ 63.425(g)); Contin-
uous Performance Pressure Decay Test 
(§ 63.425(h)); or Railcar Bubble Leak 
Test Procedure (§ 63.425(i)). 

(ii) Cargo tank owner’s name and ad-
dress. 

(iii) Cargo tank identification num-
ber. 

(iv) Test location and date. 
(v) Tester name and signature. 
(vi) Witnessing inspector, if any: 

Name, signature, and affiliation. 
(vii) Vapor tightness repair: Nature 

of repair work and when performed in 
relation to vapor tightness testing. 

(viii) Test results: test pressure; pres-
sure or vacuum change, mm of water; 
time period of test; number of leaks 
found with instrument; and leak defini-
tion. 

(c) Each owner or operator of a bulk 
gasoline terminal subject to the provi-
sions of this subpart shall: 

(1) Keep an up-to-date, readily acces-
sible record of the continuous moni-
toring data required under § 63.427(a). 
This record shall indicate the time in-
tervals during which loadings of gaso-

line cargo tanks have occurred or, al-
ternatively, shall record the operating 
parameter data only during such load-
ings. The date and time of day shall 
also be indicated at reasonable inter-
vals on this record. 

(2) Record and report simultaneously 
with the notification of compliance 
status required under § 63.9(h): 

(i) All data and calculations, engi-
neering assessments, and manufactur-
er’s recommendations used in deter-
mining the operating parameter value 
under § 63.425(b); and 

(ii) The following information when 
using a flare under provisions of 
§ 63.11(b) to comply with § 63.422(b): 

(A) Flare design (i.e., steam-assisted, 
air-assisted, or non-assisted); and 

(B) All visible emissions readings, 
heat content determinations, flow rate 
measurements, and exit velocity deter-
minations made during the compliance 
determination required under 
§ 63.425(a). 

(3) If an owner or operator requests 
approval to use a vapor processing sys-
tem or monitor an operating parameter 
other than those specified in § 63.427(a), 
the owner or operator shall submit a 
description of planned reporting and 
recordkeeping procedures. The Admin-
istrator will specify appropriate report-
ing and recordkeeping requirements as 
part of the review of the permit appli-
cation. 

(d) Each owner or operator of storage 
vessels subject to the provisions of this 
subpart shall keep records and furnish 
reports as specified in § 60.115b of this 
chapter, except records shall be kept 
for at least 5 years. 

(e) Each owner or operator complying 
with the provisions of § 63.424 (a) 
through (d) shall record the following 
information in the log book for each 
leak that is detected: 

(1) The equipment type and identi-
fication number; 

(2) The nature of the leak (i.e., vapor 
or liquid) and the method of detection 
(i.e., sight, sound, or smell); 

(3) The date the leak was detected 
and the date of each attempt to repair 
the leak; 

(4) Repair methods applied in each 
attempt to repair the leak; 

(5) ‘‘Repair delayed’’ and the reason 
for the delay if the leak is not repaired 
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within 15 calendar days after discovery 
of the leak; 

(6) The expected date of successful re-
pair of the leak if the leak is not re-
paired within 15 days; and 

(7) The date of successful repair of 
the leak. 

(f) Each owner or operator subject to 
the provisions of § 63.424 shall report to 
the Administrator a description of the 
types, identification numbers, and lo-
cations of all equipment in gasoline 
service. For facilities electing to im-
plement an instrument program under 
§ 63.424(f), the report shall contain a 
full description of the program. 

(1) In the case of an existing source 
or a new source that has an initial 
startup date before the effective date, 
the report shall be submitted with the 
notification of compliance status re-
quired under § 63.9(h), unless an exten-
sion of compliance is granted under 
§ 63.6(i). If an extension of compliance 
is granted, the report shall be sub-
mitted on a date scheduled by the Ad-
ministrator. 

(2) In the case of new sources that did 
not have an initial startup date before 
the effective date, the report shall be 
submitted with the application for ap-
proval of construction, as described in 
§ 63.5(d). 

(g) Each owner or operator of a bulk 
gasoline terminal or pipeline breakout 
station subject to the provisions of this 
subpart shall include in a semiannual 
report to the Administrator the fol-
lowing information, as applicable: 

(1) Each loading of a gasoline cargo 
tank for which vapor tightness docu-
mentation had not been previously ob-
tained by the facility; 

(2) Periodic reports required under 
paragraph (d) of this section; and 

(3) The number of equipment leaks 
not repaired within 5 days after detec-
tion. 

(h) Each owner or operator of a bulk 
gasoline terminal or pipeline breakout 
station subject to the provisions of this 
subpart shall submit an excess emis-
sions report to the Administrator in 
accordance with § 63.10(e)(3), whether or 
not a CMS is installed at the facility. 
The following occurrences are excess 
emissions events under this subpart, 
and the following information shall be 

included in the excess emissions report, 
as applicable: 

(1) Each exceedance or failure to 
maintain, as appropriate, the mon-
itored operating parameter value de-
termined under § 63.425(b). The report 
shall include the monitoring data for 
the days on which exceedances or fail-
ures to maintain have occurred, and a 
description and timing of the steps 
taken to repair or perform mainte-
nance on the vapor collection and proc-
essing systems or the CMS. 

(2) Each instance of a nonvapor-tight 
gasoline cargo tank loading at the fa-
cility in which the owner or operator 
failed to take steps to assure that such 
cargo tank would not be reloaded at 
the facility before vapor tightness doc-
umentation for that cargo tank was ob-
tained. 

(3) Each reloading of a nonvapor- 
tight gasoline cargo tank at the facil-
ity before vapor tightness documenta-
tion for that cargo tank is obtained by 
the facility in accordance with 
§ 63.422(c)(2). 

(4) For each occurrence of an equip-
ment leak for which no repair attempt 
was made within 5 days or for which re-
pair was not completed within 15 days 
after detection: 

(i) The date on which the leak was 
detected; 

(ii) The date of each attempt to re-
pair the leak; 

(iii) The reasons for the delay of re-
pair; and 

(iv) The date of successful repair. 
(i) Each owner or operator of a facil-

ity meeting the criteria in § 63.420(c) 
shall perform the requirements of this 
paragraph (i), all of which will be avail-
able for public inspection: 

(1) Document and report to the Ad-
ministrator not later than December 
16, 1996 for existing facilities, within 30 
days for existing facilities subject to 
§ 63.420(c) after December 16, 1996, or at 
startup for new facilities the methods, 
procedures, and assumptions sup-
porting the calculations for deter-
mining criteria in § 63.420(c); 

(2) Maintain records to document 
that the facility parameters estab-
lished under § 63.420(c) have not been 
exceeded; and 
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(3) Report annually to the Adminis-
trator that the facility parameters es-
tablished under § 63.420(c) have not been 
exceeded. 

(4) At any time following the notifi-
cation required under paragraph (i)(1) 
of this section and approval by the Ad-
ministrator of the facility parameters, 
and prior to any of the parameters 
being exceeded, the owner or operator 
may submit a report to request modi-
fication of any facility parameter to 
the Administrator for approval. Each 
such request shall document any ex-
pected HAP emission change resulting 
from the change in parameter. 

(j) Each owner or operator of a facil-
ity meeting the criteria in § 63.420(d) 
shall perform the requirements of this 
paragraph (j), all of which will be avail-
able for public inspection: 

(1) Document and report to the Ad-
ministrator not later than December 
16, 1996 for existing facilities, within 30 
days for existing facilities subject to 
§ 63.420(d) after December 16, 1996, or at 
startup for new facilities the use of the 
emission screening equations in 
§ 63.420(a)(1) or (b)(1) and the calculated 
value of ET or EP; 

(2) Maintain a record of the calcula-
tions in § 63.420 (a)(1) or (b)(1), including 
methods, procedures, and assumptions 
supporting the calculations for deter-
mining criteria in § 63.420(d); and 

(3) At any time following the notifi-
cation required under paragraph (j)(1) 
of this section, and prior to any of the 
parameters being exceeded, the owner 
or operator may notify the Adminis-
trator of modifications to the facility 
parameters. Each such notification 
shall document any expected HAP 
emission change resulting from the 
change in parameter. 

(k) As an alternative to keeping 
records at the terminal of each gaso-
line cargo tank test result as required 
in paragraph (b) of this section, an 
owner or operator may comply with 
the requirements in either paragraph 
(k)(1) or (2) of this section. 

(1) An electronic copy of each record 
is instantly available at the terminal. 

(i) The copy of each record in para-
graph (k)(1) of this section is an exact 
duplicate image of the original paper 
record with certifying signatures. 

(ii) The permitting authority is noti-
fied in writing that each terminal 
using this alternative is in compliance 
with paragraph (k)(1) of this section. 

(2) For facilities that utilize a ter-
minal automation system to prevent 
gasoline cargo tanks that do not have 
valid cargo tank vapor tightness docu-
mentation from loading (e.g., via a card 
lock-out system), a copy of the docu-
mentation is made available (e.g., via 
facsimile) for inspection by permitting 
authority representatives during the 
course of a site visit, or within a mutu-
ally agreeable time frame. 

(i) The copy of each record in para-
graph (k)(2) of this section is an exact 
duplicate image of the original paper 
record with certifying signatures. 

(ii) The permitting authority is noti-
fied in writing that each terminal 
using this alternative is in compliance 
with paragraph (k)(2) of this section. 

[59 FR 64318, Dec. 14, 1994, as amended at 61 
FR 7723, Feb. 29, 1996; 62 FR 9093, Feb. 28, 
1997; 68 FR 70966, Dec. 19, 2003; 71 FR 17358, 
Apr. 6, 2006] 

§ 63.429 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or Tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated to a State, local, or Tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or Tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or Trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or Tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to the re-
quirements in §§ 63.420, 63.422 through 
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